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ì Up to 48 channel DSD or 192kHz 

PCM recording and playback  

ì Twin drive bays with SCSI and 

SATA compatibility  

ì Support for both MAC and PC for-

matted drives  

ì AES31 file format  

ì Sample rate conversion on out-

put  

ì DSD - PCM conversion on output 

and during file copy  

ì Embedded design. No boot drive 

or operating system  

ì Proprietary DeSono MADI mode 

allows up to 64 channels of DSD 

over one fiber cable  

ì 4u 19ò rack mount case with uni-

versal power supply  

GX9048 
48 Channel PCM/DSD Recorder  

 

The DeSono GX9048 is the worldôs 
most  advanced d igital  audio 

recorder, uniquely capable of 

recording up to 48 channels of 

192kHz PCM or up to 48 channels of 

DSD.  

 

Since 1994 DeSono have been world 

leaders in the design and manufacture of 

advanced digital audio recorders. 

DeSono has a proud tradition of firsts, 

having developed the first ever 96 KHz 

instant access recorder, the first 192 KHz 

 

Interchange and Storage 

Integrity  
The GX9048 is designed from the ground 

up to reliably cope with the speed and 

complexity of the latest digital data 

formats. The embedded design has no 

boot drive and runs no operating system 

which in addition to inherent reliability, 

allows the unit to process prodigious 

quantities of data.  

The  GX9048 can read and write audio and 

meta -data in a choice of disk and file 

formats. Drives can be formatted as either 

FAT32 for PC mounting, or HFS+ for Mac 

compatibility. Use of the standard AES31 

play list format allows instant interchange 

with almost all current professional audio 

devices.  

The GX9048 is capable of live disk 

mirroring. Where bandwidth allows, 

recordings can be written to two disks 

simultaneously, saving valuable post 

session copy time.  

Rugged Construction  

The GX9K chassis has been specifically 

designed and strengthened to reduce 

capable recorder, and the first 

commercially available DSD recorder. The 

tradition continues with the improved 

GX9048, the most comprehensive and 

advanced digital recorder available today.  

PCM and DSD  
The 8 channel GX9000 and the 48 channel 

GX9048 are uniquely capable of single 

wire 24/192kHz PCM recording. The 

recorders actually clock at 192kHz and 

donôt need to interleave data across 

channels. This feature allows a GX9048 to 

record and play back an astounding 48 

channels of 24/192kHz PCM data.  

Alternatively you can switch to DSD mode, 

and use the GX9048 to record up to 48 

channels of true -DSD. But weôve taken 

DSD to the next level; DSD is no longer 

just an archiving or mastering format. The 

GX9k recorders can seamlessly punch in 

and out in DSD mode.  

 



 

 

vibration from state of the art rapidly 

spinning hard drives. An imprinted óXô on 

the lid serves to reduce vibration across 

the surface and the internal drive 

mounting has also been specially designed 

to minimize any electro -mechanical 

effects.  

Particular care is taken to guarantee that 

audio paths are as pure as possible. 

Sensitive PCB traces are routed with great 

care, clock circuitry and phase locked 

loops use the highest quality crystals and 

are designed to minimize jitter. Despite 

the huge amounts of embedded 

processing power available, we are 

confident that these recorders carry on the 

proud DeSono tradition of being simply 

the finest sounding recorders available.  

MADI  
In common with all DeSono products, 

optical and Coax MADI are included as 

standard. The MADI ports can operate in 

standard and extended modes, and in 

addition, the unit can operate in a  

proprietary mode that is capable of 

transmitting and receiving up to 64 

channels of DSD data over one cable, 

optical or coaxial!  

Remote Control  
The GXR948 remote can simultaneously 

control up to four GX9048 recorders. Each 

recorder can be programmed to act as a 

group or operate individually.  

All recorder functions are allocated a 

dedicated button on the ergonomically laid 

out surface, and a range of dedicated 

LEDôs give feedback as to the status of 

each recorder.  

The core of the remote is a mini -PC card 

running Windows XP embedded. The 

operating system is scaled down to only 

DeSono LLC. 21250 Califa St, Suite 
105, Woodland Hills, CA 91367, U.S.A 

Email: sales@desono.net 

Remote Controller  

ì Dedicated control surface with 

single button operation  

ì Management of up to four re-

corders, with individual and 

global controls  

ì Integrated mini -PC card run-

ning Windows XP embedded  

ì Operating system boots from 

protected flash card for maxi-

mum reliability  

ì 6u 19ò rack mount surface 

Controller can run multiple applica-

tions including  

ì GXR Recorder Remote Control  

ì D- Stage control GUI  

ì D- Mix control GUI  
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 include the components absolutely 

necessary for operation of the unit. In 

addition for maximum security and 

reliability, the operating system boots 

from a read only flash memory to avoid 

any data corruption.  

The mini PC card can run several control 

GUI (graphical user interface) programs 

including;  

GXRPC  control software for the 

GX9048,  

GXPre  preamp control software for the 

D-Stage preamp converter unit and  

GXMix   D-Mix control program.  

A Switch Application button allows you to 

easily navigate between programs.  

The GXR948+ is packaged in a 6u 19ò 

rack mount case with attractive 

removable machined aluminum side 

pieces. The unit can be free standing or 

rack mounted with the addition of  

optional rack ears.  


