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¶ Copy the following supplied programs into a folder on your 

PC, 
a.  OSCMixClient.exe  
b.  Autoupdate.exe  
c.  IPSetup.exe  

¶ Connect the D -Mix to the same network as the PC hosting 

the control programs.  
¶ It is common to connect the D -Mix and PC through a switch 

or router but a direct connection can be made.  

¶ Launch the program IPSetup.exe  

¶ Any D -Mix or D -Stage products connected to the network 

will appear in the óSelect a Unitô dialog box 

¶ If the D -Mix does not show, check that the D -Mix is pow-

ered and that Ethernet activity led's are flickering  

¶ Press the ôSearch Againô button to refresh the list 

¶ Set the IP address of the D -Mix to a unique address on 

your network  

¶ Commonly the Network mask will be set to 255.255.255.0  

For example, Linksys routers have a base IP address of 

192.168.1.1. On this type of network the D -Mix would be 

given a unique address in the range 192.168.1.1 to 

192.168.1.999  

Launch the program OSCMixClient.exe  

¶ Once the IP address is decided press the Set button to con-

firm  

¶ The D -Mix will reboot with the new IP address  

D-Mix Quick Setup Guide  Copyright Desono 2009  



 

¶ Select the File menu heading  

¶ Select óConnect toô to display the Connect to host dialog. 

¶ Leave the transmit and receive ports at their default settings and 

enter the IP address of the D -Mix  

¶ This is the address entered previously. You can confirm the ad-

dress on the front panel of the D -Mix using IP Address selector 

button  

¶ The offline/online indicator in the lower left corner of the display should change to display 

online. The IP address of the D -Mix will be displayed to the right of this indicator followed 
by an indication of messages received back from the unit.  

¶ D-Mix is configured by default to lock  to and receive DSD (Direct Stream Digital) audio data 

from MADI port one in the Desono format  

¶ This is the preferred operating condition. Ensure that the GX9048 or D -Stage unit feeding the 

engine is switched to DSD mode and the Desono MADI format. Correct source configuration 

should produce the front panel display shown  

 

¶ Desono MADI allows transmission of up to 64 channels of DSD over one MADI cable  
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¶ Following bus selection a row of pan pots will appear together with a 

master fader for that particular bus  

¶ With a live source you should see audio 

on the channel strip meters  

¶ All controls should now be active.  

¶ A mix can be saved via the File | Save 

As menu.  

¶ A previous mix can be loaded via the File 

| Load Mix menu  

¶ Output bus channels can be monitored 

through the analogue output 25 pin Dô 

Sub connector  

¶ Select Busses to bring up the Bus Configuration dialog  

¶ Select a Program or Monitor Bus in the Bus Select Field  

¶ Solo will apply to the Monitor Bus only  

¶ Select an output channel assignment for the bus  
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